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BENESTON® |    Data Sheet

BENESTON®  AHD/TVI/CVI Video Equipment
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AHD / CVI / TVI / CVBS Signal Distribution Amplifier

ACT-DA1008H

Support multi-format

 AHD signal: AHD-H /AHD-M /AHD-L(1080p/720p)

 TVI signal: 1080p/720p

 CVI signal: 1080p/720p

 Analog signal: 960h/D1 

Description Features:

Specification

Model No.

Video

Input

Output

Interface

Video Range

Impedance

Video bandwidth

Extend distance

Resolution

Operating Temperature

Relative Humidity

Storage temperature

1 to 8 AHD/CVI/TVI distribution amplifier  

1

8

BNC-F

1.0Vp-p/75U

75 ohm

36 Mhz

150-300M

-20℃~70℃

0~95%(non-condensing)

-40℃ ~150℃

ACT-DA1008H

* Support multi-standard : AHD / TVI / CVI / Analog, all in one

* Support multi-format

AHD signal:AHD-H/AHD-M/AHD-L(1080p/720p)

TVI signal:1080p/720p

CVI signal:1080p/720p

Analog signal:960h/D1

* Support 1 video source to split to 8 displays
* Extend more distance : 1080p/100~150M,720p/150~200M

* Design with 3KV ESD design

ACT-DA1008H
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